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Discontinuation Notice of Switching Power Supply 
S82R series 

 
 

Product Discontinuation 
Switching Power Supply 

 
S82R series 

 

 
Recommended Replacement 

Switching Power Supply 
 

S8JX series 
Two combinations 

 
    
 
 
 
 

- The replacement of the S82R series become the combination of 2 units for S8JX series. 
- Dimensions and Mounting Dimensions are different. 
- The startup time becomes longer than previous models. 

 
 
 
 

Model Body 
Color 

Dimen
sions 

Wire 
connection 

Mounting 
Dimensions

Charact
eristics 

Operation 
ratings 

Operation 
methods 

S8JX series * -- -- -- -- -- -- 

**  : Fully compatible 
*  : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 

 
 

Discontinuation date : The end of April, 2011 

Caution on recommended replacement 

Difference from discontinued product 



 
 
 

 2 

 
 
Open- frame type 

Product discontinuation Recommended replacement 
Output voltage/ 

current 
Model Capa

city 
V1 V2 Input 

100VAC 
Input 

200VAC 

Output 
No. 

Capaci
ty 

Output 
voltage 

Output 
current 

Model 

V1 15W 5V 3A S8JX-G01505 5V/2A 12V/2A S82R-0321 S82R-2321 
V2 35W 12V 3A S8JX-G03512 
V1 15W 5V 3A S8JX-G01505 

30W 

5V/2A 24V/1A S82R-0322 S82R-2322 
V2 35W 24V 1.5A S8JX-G03524 
V1 35W 12V 3A S8JX-G03512 12V/ 

1.7A 
12V/ 
0.8A 

S82R-0327 S82R-2327 
V2 15W 12V 1.3A S8JX-G01512 
V1 15W 15V 1A S8JX-G01515 

30W 

15V/ 
1A 

15V/1A S82R-0328 S82R-2328 
V2 15W 15V 1A S8JX-G01515 
V1 15W 5V 3A S8JX-G01505 5V/ 

3A 
12V/3A S82R-0521 S82R-2521 

V2 35W 12V 3A S8JX-G03512 
V1 15W 5V 3A S8JX-G01505 

50W 

5V/2A 24V/2A S82R-0522 S82R-2522 
V2 50W 24V 2.1A S8JX-G05024 
V1 35W 12V 3A S8JX-G03512 12V/ 

3A 
12V/ 
1.2A 

S82R-0527 S82R-2527 
V2 15W 12V 1.3A S8JX-G01512 
V1 35W 15V 2.4A S8JX-G03515 

50W 

15V/ 
1.7A 

15V/ 
1.7A 

S82R-0528 S82R-2528 
V2 35W 15V 2.4A S8JX-G03515 
V1 35W 5V 7A S8JX-G03505 75W 5V/5A 24V/2A S82R-0722 S82R-2722 
V2 50W 24V 2.1A S8JX-G05024 

 
 

Covered type 
Product discontinuation Recommended replacement 

Output voltage/ 
current 

Model Capa
city 

V1 V2 Input 
100VAC 

Input 
200VAC 

Output 
No. 

Capaci
ty 

Output 
voltage 

Output 
current 

Model 

V1 15W 5V 3A S8JX-G01505C 5V/2A 12V/2A S82R-5321 S82R-6321 
V2 35W 12V 3A S8JX-G03512C 
V1 15W 5V 3A S8JX-G01505C 

30W 

5V/2A 24V/1A S82R-5322 S82R-6322 
V2 35W 24V 1.5A S8JX-G03524C 
V1 35W 12V 3A S8JX-G03512C 12V/ 

1.7A 
12V/ 
0.8A 

S82R-5327 S82R-6327 
V2 15W 12V 1.3A S8JX-G01512C 
V1 15W 15V 1A S8JX-G01515C 

30W 

15V/ 
1A 

15V/1A S82R-5328 S82R-6328 
V2 15W 15V 1A S8JX-G01515C 
V1 15W 5V 3A S8JX-G01505C 5V/3A 12V/3A S82R-5521 S82R-6521 
V2 35W 12V 3A S8JX-G03512C 
V1 15W 5V 3A S8JX-G01505C 

50W 

5V/2A 24V/2A S82R-5522 S82R-6522 
V2 50W 24V 2.1A S8JX-G05024C 
V1 35W 12V 3A S8JX-G03512C 12V/ 

3A 
12V/ 
1.2A 

S82R-5527 S82R-6527 
V2 15W 12V 1.3A S8JX-G01512C 
V1 35W 15V 2.4A S8JX-G03515C 

50W 

15V/ 
1.7A 

15V/ 
1.7A 

S82R-5528 S82R-6528 
V2 35W 15V 2.4A S8JX-G03515C 
V1 35W 5V 7A S8JX-G03505C 75W 5V/5A 24V/2A S82R-5722 S82R-6722 
V2 50W 24V 2.1A S8JX-G05024C 

 
 
 
 
 
 

Product Discontinuation and recommended replacement 
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Product discontinuation 
S82R series (30W type) 

 

 
 

 
Recommendable replacement 
S8JX series (15W/35W type) 

 

 
 

 
 
 
 

Dimensions / Mounting dimensions 
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Product discontinuation 
S82R series (50W type) 

 

 
 

 
Recommendable replacement 

S8JX series (15W/35W/50W type) 
 

 
 
 

 
 

Dimensions / Mounting dimensions 
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Product discontinuation 
S82R series (75W type) 

 

 
 

 
Recommendable replacement 
S8JX series (35W/50W type) 

 

 
 

 
 

 

Dimensions / Mounting dimensions 
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Product discontinuation 
S82R series 

 

 
 

 
Recommendable replacement 

S8JX series 
 

 
 
The (±) voltage output can be accomplished with two Power Supplies. 

 
 

 
 

Terminal Arrangement / Wire Connection 
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 Product discontinuation 
S82R series 

Recommendable replacement 
S8JX series 

Input voltage 100VAC input types : 85 to 132VAC, 110 to 170VDC 
200VAC input types : 170 to 264VAC, No VDC 

100 to 240VAC(85 to 264VAC), 80 to 370VDC 

Inrush current 
(for a cold start 
at 25°C) 

100VAC input types : 30 A max. (100VAC input) 
200VAC input types : 60 A max. (200VAC input) 

20 A max. (100VAC input) 
* It becomes 40A by the combination of 2 units. 
40 A max. (200VAC input) 
* It becomes 80A by the combination of 2 units. 

Startup time 200 ms max. 500 ms max. 
Hold time 20 ms min. 20 ms min. 
Overload 
protection 

S82R-[][]21/-[][]22 
V1 output :  105% min. of rated load current, voltage 

drop, automatic reset  
V2 output :  105% min. of rated load current, voltage 

drop, automatic reset 
S82R-[][]27/-[][]28 
V1 output :  105% min. of rated load current, voltage 

drop, automatic reset  
V2 output :  Short-circuit protection, automatic reset 

105 to 175% of rated load current, voltage drop, 
intermittent, automatic reset 

Over voltage 
protection 

No Yes (Cutoff type) 
Turn OFF the input power for three minutes or 
longer and then turn it back ON. 

Shock 
resistance 

294 m/s², 3 times each in ±X, ±Y, ±Z directions 150 m/s², 3 times each in ±X, ±Y, ±Z directions 

 

Characteristics 
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Product discontinuation 
S82R series 

 
Front Mounting Bracket Front Mounting 

 
 

 
Recommendable replacement 

S8JX series 
 

 
 

 
 
 
 
 
 
 

Accessories 


